
Installation of primary and secondary belt cleaners enhances the performance of any conveyor system.
* Reducing the amount of carry back material
* Reducing material spillage to minimize clean up work
* Reducing the potential hazard of belt mis-tracking
* Increase conveyor belt life
* Increase production time due to excessive spillage
* Protection against wearing components on the conveyor line

Type of Belt Cleaners

* Tungsten Carbide for vulcanised conveyor systems
* Polyurethane for conveyor systems with mechanical fasteners 
* Mounted on the head pully of the conveyor system below the centre line out of the material flow for protection
* Removes up to 95% of the fines material 

Secondary Belt Cleaners
* Tungsten Carbide for vulcanised conveyor systems
* Specialised Tungsten Carbide for conveyor systems with mechanical fasteners
* Mounted directly behind where the conveyor belt leaves the head pulley
* Removes the sticky fine or wet material for when Primary Cleaners cannot be installed on the head pulley
* Multiple secondary cleaners to be fitted on extreme applications
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Information Chart
Primary and Secondary Cleaners

Primary Belt Cleaners



MDP - Mato Drop-on Primary Cleaner
1 Piece Blade Option

MCP1 - Tungsten Carbide Cleaner

MTP - Mato T-Slot Primary Cleaner
Individual 150mm Slide on Blade Option
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Primary Cleaners

The MDP - MATO Drop-on Primary cleaner is 
the simplest primary cleaner available on the 
market, with its easy tension spring 
application for constant tensioning and 
reduced adjustability. Quick and easy blade 
replacement by removing the blade locking 
pin is simple. The MDP range of Polyurethane 
Primary Cleaners are manufactured with a 
unique self-lubricating blade to reduce 
friction and blade wear.

The MCP1 Tungsten Carbide cleaner has 2 
blade options available. The (TI) Tungsten 
Impact blade option is for harsh conditions, 
were the (TL) Tungsten Long-life is for 
vulcanised belts
The MCP1 Carbide blades are not suitable for 
mechanical fasteners

The MTP Cleaners are supplied with 150mm
length blades and have an easy slide on slide 
off application.
The MTP P2 PU blade has MATO's unique self 
lubricated additive to prevent friction and 
blade wear.



Individual Tungsten Carbide Blade (TC)

Tension Methods: Bolt Tensioning

Cleaner Type MCP1-SS MCP1-S MCP1-M MCP1-L

Blade Material TC TC TC TC
Blade Widths 200mm 200mm 200mm 200mm
Blade Height 120mm 185mm 235mm 306mm
Belt Speed up-to 5.0m/s up-to 5.0m/s up-to 5.0m/s up-to 5.0m/s
Head Pulley Diameters 250mm - 500mm 500mm - 800mm 800mm - 1000mm 1000 - 1500mm
Mechanical Fasteners No No No No
Reversing Belts Yes Yes Yes Yes
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Tungsten Carbide Primary Cleaners
Selection Chart

Tungsten Carbide Primary Belt Cleaners
* TI - Tungsten Impact for harsh conditions
* TL - Tungsten Long-life for vulcanised conveyor belts in ideal conditions
* Mounted on the head pulley of the conveyor system below the centre line out of the material flow for protection   

against impact
* Removes up to 95% of the fines material 
* Not Suitable for conveyors with mechanical fasteners



Belt Width Cleaned Width Description     Part No. kg

MCP1 "SS" SIZE TI TUNGSTEN CARBIDE BELT CLEANERS
Shaft Diameter 48.3mm

450mm 400mm MCP1-SS-TI-BT-450 81 100 24 01 43
600mm 600mm MCP1-SS-TI-BT-600 81 100 24 02 49
750mm 600mm MCP1-SS-TI-BT-750 81 100 24 03 51

Shaft Diameter 60.3mm

900mm 800mm MCP1-SS-TI-BT-900 81 100 24 05 57
1050mm 1000mm MCP1-SS-TI-BT-1050 81 100 24 06 63
1200mm 1000mm MCP1-SS-TI-BT-1200 81 100 24 07 64

Shaft Diameter 76.1mm

1400mm 1200mm MCP1-SS-TI-BT-1400 81 100 24 08 71
1500mm 1400mm MCP1-SS-TI-BT-1500 81 100 24 09 88
1600mm 1400mm MCP1-SS-TI-BT-1600 81 100 24 10 97
1800mm 1600mm MCP1-SS-TI-BT-1800 81 100 24 11 111
2000mm 1800mm MCP1-SS-TI-BT-2000 81 100 24 12 118

Belt Width Cleaned Width Description     Part No. kg

MCP1 "S" SIZE TI TUNGSTEN CARBIDE BELT CLEANERS
Shaft Diameter 48.3mm

450mm 400mm MCP1-S-TI-BT-450 81 101 24 01 43
600mm 600mm MCP1-S-TI-BT-600 81 101 24 02 49
750mm 600mm MCP1-S-TI-BT-750 81 101 24 03 51

Shaft Diameter 60.3mm

900mm 800mm MCP1-S-TI-BT-900 81 101 24 05 57
1050mm 1000mm MCP1-S-TI-BT-1050 81 101 24 06 63
1200mm 1000mm MCP1-S-TI-BT-1200 81 101 24 07 64

Shaft Diameter 76.1mm

1400mm 1200mm MCP1-S-TI-BT-1400 81 101 24 08 71
1500mm 1400mm MCP1-S-TI-BT-1500 81 101 24 09 88
1600mm 1400mm MCP1-S-TI-BT-1600 81 101 24 10 97
1800mm 1600mm MCP1-S-TI-BT-1800 81 101 24 11 111
2000mm 1800mm MCP1-S-TI-BT-2000 81 101 24 12 118
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PULLEY DIAMETER 500mm - 800mm

MCP1 Primary Cleaner

PULLEY DIAMETER 250mm - 500mm

Medium Duty Primary Cleaner

MCP1 "SS" & "S" TUNGSTEN CARBIDE SPECIFICATION:

* Suits pulley diameter from 250mm  800mm
* Belts speeds up to 5.0m/s
* Blade Material Tungsten Carbide (TI) = Tungsten Impact Blade
* Temperature -35°C to 85°C
* Standard belt widths 450mm - 2000mm (alternative sizes available upon request)
* Suitable for reversing conveyor belts
* Not suitable for mechanical belt fasteners 

All MCP1 Tungsten Carbide cleaners 
are supplied with a dual bolt tension 
end assembly

MATO standard MCP1 blade/ cushion 
arrangement.
2 blade options are available and 4 
different arm sizes to suit multiple 
pulley diameters



Belt Width Cleaned Width Description     Part No. kg

MCP1 "M" SIZE TI TUNGSTEN CARBIDE BELT CLEANERS
Shaft Diameter 48.3mm

450mm 400mm MCP1-M-TI-BT-450 81 102 24 01 43
600mm 600mm MCP1-M-TI-BT-600 81 102 24 02 49
750mm 600mm MCP1-M-TI-BT-750 81 102 24 03 51

Shaft Diameter 60.3mm

900mm 800mm MCP1-M-TI-BT-900 81 102 24 05 57
1050mm 1000mm MCP1-M-TI-BT-1050 81 102 24 06 63
1200mm 1000mm MCP1-M-TI-BT-1200 81 102 24 07 64

Shaft Diameter 76.1mm

1400mm 1200mm MCP1-M-TI-BT-1400 81 102 24 08 71
1500mm 1400mm MCP1-M-TI-BT-1500 81 102 24 09 88
1600mm 1400mm MCP1-M-TI-BT-1600 81 102 24 10 97
1800mm 1600mm MCP1-M-TI-BT-1800 81 102 24 11 111
2000mm 1800mm MCP1-M-TI-BT-2000 81 102 24 12 118

Belt Width Cleaned Width Description     Part No. kg

MCP1 "L" SIZE TI TUNGSTEN CARBIDE BELT CLEANERS
Shaft Diameter 48.3mm

450mm 400mm MCP1-L-TI-BT-450 81 103 24 01 43
600mm 600mm MCP1-L-TI-BT-600 81 103 24 02 49
750mm 600mm MCP1-L-TI-BT-750 81 103 24 03 51

Shaft Diameter 60.3mm

900mm 800mm MCP1-L-TI-BT-900 81 103 24 05 57
1050mm 1000mm MCP1-L-TI-BT-1050 81 103 24 06 63
1200mm 1000mm MCP1-L-TI-BT-1200 81 103 24 07 64

Shaft Diameter 76.1mm

1400mm 1200mm MCP1-L-TI-BT-1350 81 103 24 08 71
1500mm 1400mm MCP1-L-TI-BT-1500 81 103 24 09 88
1600mm 1400mm MCP1-L-TI-BT-1600 81 103 24 10 97
1800mm 1600mm MCP1-L-TI-BT-1800 81 103 24 11 111
2000mm 1800mm MCP1-L-TI-BT-2000 81 103 24 12 118
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MCP1 Primary Cleaner
Medium Duty Primary Cleaner
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PULLEY DIAMETER 1000mm - 1500mm

PULLEY DIAMETER 800mm - 1000mm

MCP1 "M" & "L" TUNGSTEN CARBIDE SPECIFICATION:

* Suits pulley diameter from 800mm - 1500mm
* Belts speeds up to 5.0m/s
* Blade Material Tungsten Carbide (TI) = Tungsten Impact Blade
* Temperature -35°C to 85°C
* Standard belt widths 450mm - 2000mm (alternative sizes available upon request)
* Suitable for reversing conveyor belts
* Not suitable for mechanical belt fasteners 

All MCP1 Tungsten Carbide cleaners 
are supplied with a dual bolt tension 
end assembly

MATO standard MCP1 blade/ cushion 
arrangement.
2 blade options are available and 4 
different arm sizes to suit multiple 
pulley diameters



Belt Width Cleaned Width Description     Part No. kg

MCP1 "SS" SIZE TL TUNGSTEN CARBIDE BELT CLEANERS
Shaft Diameter 48.3mm

450mm 400mm MCP1-SS-TL-BT-450 81 100 14 01 43
600mm 600mm MCP1-SS-TL-BT-600 81 100 14 02 49
750mm 600mm MCP1-SS-TL-BT-750 81 100 14 03 51

Shaft Diameter 60.3mm

900mm 800mm MCP1-SS-TL-BT-900 81 100 14 05 57
1050mm 1000mm MCP1-SS-TL-BT-1050 81 100 14 06 63
1200mm 1000mm MCP1-SS-TL-BT-1200 81 100 14 07 64

Shaft Diameter 76.1mm

1400mm 1200mm MCP1-SS-TL-BT-1400 81 100 14 08 71
1500mm 1400mm MCP1-SS-TL-BT-1500 81 100 14 09 88
1600mm 1400mm MCP1-SS-TL-BT-1600 81 100 14 10 97
1800mm 1600mm MCP1-SS-TL-BT-1800 81 100 14 11 111
2000mm 1800mm MCP1-SS-TL-BT-2000 81 100 14 12 118

Belt Width Cleaned Width Description     Part No. kg

MCP1 "S" SIZE TL TUNGSTEN CARBIDE BELT CLEANERS
Shaft Diameter 48.3mm

450mm 400mm MCP1-S-TL-BT-450 81 101 14 01 43
600mm 600mm MCP1-S-TL-BT-600 81 101 14 02 49
750mm 600mm MCP1-S-TL-BT-750 81 101 14 03 51

Shaft Diameter 60.3mm

900mm 800mm MCP1-S-TL-BT-900 81 101 14 05 57
1050mm 1000mm MCP1-S-TL-BT-1050 81 101 14 06 63
1200mm 1000mm MCP1-S-TL-BT-1200 81 101 14 07 64

Shaft Diameter 76.1mm

1400mm 1200mm MCP1-S-TL-BT-1400 81 101 14 08 71
1500mm 1400mm MCP1-S-TL-BT-1500 81 101 14 09 88
1600mm 1400mm MCP1-S-TL-BT-1600 81 101 14 10 97
1800mm 1600mm MCP1-S-TL-BT-1800 81 101 14 11 111
2000mm 1800mm MCP1-S-TL-BT-2000 81 101 14 12 118
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MCP1 Primary Cleaner
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PULLEY DIAMETER 500mm - 800mm

PULLEY DIAMETER 250mm - 500mm

Medium Duty Primary Cleaner

MCP1 "SS" & "S" TUNGSTEN CARBIDE SPECIFICATION:

* Suits pulley diameter from 250mm - 800mm
* Belts speeds up to 5.0m/s
* Blade Material Tungsten Carbide (TL) = Tungsten Long-life Blade
* Temperature -35°C to 85°C
* Standard belt widths 450mm - 2000mm (alternative sizes available upon request)
* Suitable for reversing conveyor belts
* Not suitable for mechanical belt fasteners 

All MCP1 Tungsten Carbide cleaners 
are supplied with a dual bolt tension 
end assembly

MATO standard MCP1 blade/
cushion arrangement.
2 blade options are available and 
4 different arm sizes to suit 
multiple pulley diameters



Belt Width Cleaned Width Description     Part No. kg

MCP1 "M" SIZE TL TUNGSTEN CARBIDE BELT CLEANERS
Shaft Diameter 48.3mm

450mm 400mm MCP1-M-TL-BT-450 81 102 14 01 43
600mm 600mm MCP1-M-TL-BT-600 81 102 14 02 49
750mm 600mm MCP1-M-TL-BT-750 81 102 14 03 51

Shaft Diameter 60.3mm

900mm 800mm MCP1-M-TL-BT-900 81 102 14 05 57
1050mm 1000mm MCP1-M-TL-BT-1050 81 102 14 06 63
1200mm 1000mm MCP1-M-TL-BT-1200 81 102 14 07 64

Shaft Diameter 76.1mm

1400mm 1200mm MCP1-M-TL-BT-1400 81 102 14 08 71
1500mm 1400mm MCP1-M-TL-BT-1500 81 102 14 09 88
1600mm 1400mm MCP1-M-TL-BT-1600 81 102 14 10 97
1800mm 1600mm MCP1-M-TL-BT-1800 81 102 14 11 111
2000mm 1800mm MCP1-M-TL-BT-2000 81 102 14 12 118

Belt Width Cleaned Width Description     Part No. kg

MCP1 "L" SIZE TL TUNGSTEN CARBIDE BELT CLEANERS
Shaft Diameter 48.3mm

450mm 400mm MCP1-L-TL-BT-450 81 103 14 01 43
600mm 600mm MCP1-L-TL-BT-600 81 103 14 02 49
750mm 600mm MCP1-L-TL-BT-750 81 103 14 03 51

Shaft Diameter 60.3mm

900mm 800mm MCP1-L-TL-BT-900 81 103 14 05 57
1050mm 1000mm MCP1-L-TL-BT-1050 81 103 14 06 63
1200mm 1000mm MCP1-L-TL-BT-1200 81 103 14 07 64

Shaft Diameter 76.1mm

1400mm 1200mm MCP1-L-TL-BT-1400 81 103 14 08 71
1500mm 1400mm MCP1-L-TL-BT-1500 81 103 14 09 88
1600mm 1400mm MCP1-L-TL-BT-1600 81 103 14 10 97
1800mm 1600mm MCP1-L-TL-BT-1800 81 103 14 11 111
2000mm 1800mm MCP1-L-TL-BT-2000 81 103 14 12 118

2

29

MCP1 Primary Cleaner

PULLEY DIAMETER 800mm - 1000mm

29

PULLEY DIAMETER 1000mm - 1500mm

Medium Duty Primary Cleaner

MCP1 "M" & "L" TUNGSTEN CARBIDE SPECIFICATION:

* Suits pulley diameter from 800mm - 1500mm
* Belts speeds up to 5.0m/s
* Blade Material Tungsten Carbide (TL) = Tungsten Long-life Blade
* Temperature -35°C to 85°C
* Standard belt widths 450mm - 2000mm (alternative sizes available upon request)
* Suitable for reversing conveyor belts
* Not suitable for mechanical belt fasteners 

All MCP1 Tungsten Carbide cleaners 
are supplied with a dual bolt tension 
end assembly

MATO standard MCP1 blade/ cushion 
arrangement.
2 blade options are available and 4 
different arm sizes to suit multiple 
pulley diameters



Belt Width POS No: Description     Part No.

1 MCP1 200mm TI Tungsten 
Impact Blade Stainless 

82 100 00 10

1 MCP1 200mm TL Tungsten 
Long-life Blade Stainless 

82 100 00 16

1 MCP1 P1 (SS) PU Arm 81 100 00 38
1 MCP1 P1 (S) PU Arm 81 100 00 22
1 MCP1 P1 (M) PU Arm 81 100 00 23
1 MCP1 P1 (L) PU Arm 81 100 00 24

2 MCP1 200mm Cushion 70 
Shore Stainless Steel

82 100 00 01

3 MCP1 200mm "SS" Arm 81 100 00 31
3 MCP1 200mm "S" Arm 81 100 00 32
3 MCP1 200mm "M" Arm 81 100 00 33
3 MCP1 200mm "L"  Arm 81 100 00 34
4 MCP1 200mm Deflector 81 100 00 18
5 Nylon Bush suits 48.3 81 231 10
5 Nylon Bush suits 60.3 81 232 11
5 Nylon Bush suits 76.1 81 234 12

6 M16 x 130 Stainless Steel 
Adjusting Bolt

81 231 16

7 Torsion Arm 48.3 81 235 09
7 Torsion Arm 60.3 81 235 10
7 Torsion Arm 76.1 81 235 11

8 Shaft Mounting Block Pivot 
Suits 48.3 Shaft

81 291 10

8 Shaft Mounting Block Pivot 
Suits 60.3 Shaft

81 292 11

8 Shaft Mounting Block Pivot 
Suits 76.1 Shaft

81 294 12

Belt Width Shaft Diameter 48.3mm

7 MCP1 Shaft 450/500mm 81 031 01
7 MCP1 Shaft 600/650mm 81 031 02
7 MCP1 Shaft 750mm 81 031 03

Belt Width Shaft Diameter 60.3mm

7 MCP1 Shaft 800mm 81 032 04
7 MCP1 Shaft 900mm 81 032 05
7 MCP1 Shaft 1050mm 81 032 06
7 MCP1 Shaft 1200mm 81 032 07

Belt Width Shaft Diameter 76.1mm

7 MCP1 Shaft 1400mm 81 034 08
7 MCP1 Shaft 1500mm 81 034 09
7 MCP1 Shaft 1600mm 81 034 10
7 MCP1 Shaft 1800mm 81 034 11
7 MCP1 Shaft 2000mm 81 034 12
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MCP1 Spare parts
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Medium Duty Primary Cleaner

The MCP1 Tungsten Carbide cleaner has
2 blade options available. The (TI) 
Tungsten Impact blade option is for 
harsh conditions, were the (TL) 
Tungsten Long-life is for vulcanised 
belts
The MCP1 Carbide blades are not 
suitable for mechanical fasteners

Product Note: Position 1
MCP1 polyurethane spare blades are 
available upon request as an 
alternative to Tungsten Carbide
(4 sizes available, S, SS, M, L) 



Belt Width Cleaned Width Description     Part No. kg

MCP1 "SS" SIZE TI TUNGSTEN CARBIDE BELT CLEANERS
Shaft Diameter 48.3mm

450mm 400mm MCP1-SS-TI-BT-450-SS 82 101 44 01 43
600mm 600mm MCP1-SS-TI-BT-600-SS 82 101 44 02 49
750mm 600mm MCP1-SS-TI-BT-750-SS 82 101 44 03 51

Shaft Diameter 60.3mm

900mm 800mm MCP1-SS-TI-BT-900-SS 82 101 44 05 57
1050mm 1000mm MCP1-SS-TI-BT-1050-SS 82 101 44 06 63
1200mm 1000mm MCP1-SS-TI-BT-1200-SS 82 101 44 07 64

Shaft Diameter 73.0mm

1400mm 1200mm MCP1-SS-TI-BT-1400-SS 82 101 44 08 71
1500mm 1400mm MCP1-SS-TI-BT-1500-SS 82 101 44 09 88
1600mm 1400mm MCP1-SS-TI-BT-1600-SS 82 101 44 10 97
1800mm 1600mm MCP1-SS-TI-BT-1800-SS 82 101 44 11 111
2000mm 1800mm MCP1-SS-TI-BT-2000-SS 82 101 44 12 118

Belt Width Cleaned Width Description     Part No. kg

MCP1 "S" SIZE TI TUNGSTEN CARBIDE BELT CLEANERS
Shaft Diameter 48.3mm

450mm 400mm MCP1-S-TI-BT-450-SS 82 101 44 16 43
600mm 600mm MCP1-S-TI-BT-600-SS 82 101 44 17 49
750mm 600mm MCP1-S-TI-BT-750-SS 82 101 44 18 51

Shaft Diameter 60.3mm

900mm 800mm MCP1-S-TI-BT-900-SS 82 101 44 19 57
1050mm 1000mm MCP1-S-TI-BT-1050-SS 82 101 44 20 63
1200mm 1000mm MCP1-S-TI-BT-1200-SS 82 101 44 21 64

Shaft Diameter 73.0mm

1400mm 1200mm MCP1-S-TI-BT-1400-SS 82 101 44 22 71
1500mm 1400mm MCP1-S-TI-BT-1500-SS 82 101 44 23 88
1600mm 1400mm MCP1-S-TI-BT-1600-SS 82 101 44 24 97
1800mm 1600mm MCP1-S-TI-BT-1800-SS 82 101 44 25 111
2000mm 1800mm MCP1-S-TI-BT-2000-SS 82 101 44 26 118
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MCP1 Stainless Steel Primary Cleaner
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PULLEY DIAMETER 500mm - 800mm

PULLEY DIAMETER 250mm - 500mm

Medium Duty Primary Cleaner

MCP1 "SS" & "S" TUNGSTEN CARBIDE SPECIFICATION:

* Suits pulley diameter from 250mm - 800mm
* Belts speeds up to 5.0m/s
* Blade Material Tungsten Carbide (TI) = Tungsten Impact Blade
* Temperature -35°C to 85°C
* Standard belt widths 450mm - 2000mm (alternative sizes available upon request)
* Suitable for reversing conveyor belts
* Not suitable for mechanical belt fasteners 

All MCP1 Tungsten Carbide cleaners 
are supplied with a dual bolt tension 
end assembly

MATO standard MCP1 blade/ cushion 
arrangement.
2 blade options are available and 4 
different arm sizes to suit multiple 
pulley diameters



Belt Width Cleaned Width Description     Part No. kg

MCP1 "M" SIZE TI TUNGSTEN CARBIDE BELT CLEANERS
Shaft Diameter 48.3mm

450mm 400mm MCP1-M-TI-BT-450-S/S 82 101 44 30 43
600mm 600mm MCP1-M-TI-BT-600-S/S 82 101 44 31 49
750mm 600mm MCP1-M-TI-BT-750-S/S 82 101 44 32 51

Shaft Diameter 60.3mm

900mm 800mm MCP1-M-TI-BT-900-S/S 82 101 44 33 57
1050mm 1000mm MCP1-M-TI-BT-1050-S/S 82 101 44 34 63
1200mm 1000mm MCP1-M-TI-BT-1200-S/S 82 101 44 35 64

Shaft Diameter 73.0mm

1400mm 1200mm MCP1-M-TI-BT-1400-S/S 82 101 44 36 71
1500mm 1400mm MCP1-M-TI-BT-1500-S/S 82 101 44 37 88
1600mm 1400mm MCP1-M-TI-BT-1600-S/S 82 101 44 38 97
1800mm 1600mm MCP1-M-TI-BT-1800-S/S 82 101 44 39 111
2000mm 1800mm MCP1-M-TI-BT-2000-S/S 82 101 44 40 118

Belt Width Cleaned Width Description     Part No. kg

MCP1 "L" SIZE TI TUNGSTEN CARBIDE BELT CLEANERS
Shaft Diameter 48.3mm

450mm 400mm MCP1-L-TI-BT-450-S/S 82 101 44 43 43
600mm 600mm MCP1-L-TI-BT-600-S/S 82 101 44 44 49
750mm 600mm MCP1-L-TI-BT-750-S/S 82 101 44 45 51

Shaft Diameter 60.3mm

900mm 800mm MCP1-L-TI-BT-900-S/S 82 101 44 46 57
1050mm 1000mm MCP1-L-TI-BT-1050-S/S 82 101 44 47 63
1200mm 1000mm MCP1-L-TI-BT-1200-S/S 82 101 44 48 64

Shaft Diameter 73.0mm

1400mm 1200mm MCP1-L-TI-BT-1400-S/S 82 101 44 49 71
1500mm 1400mm MCP1-L-TI-BT-1500-S/S 82 101 44 50 88
1600mm 1400mm MCP1-L-TI-BT-1600-S/S 82 101 44 51 97
1800mm 1600mm MCP1-L-TI-BT-1800-S/S 82 101 44 52 111
2000mm 1800mm MCP1-L-TI-BT-2000-S/S 82 101 44 53 118

2

32

MCP1 Stainless Steel Primary Cleaner
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PULLEY DIAMETER 1000mm - 1500mm

PULLEY DIAMETER 800mm - 1000mm

Medium Duty Primary Cleaner

MCP1 "M" & "L" TUNGSTEN CARBIDE SPECIFICATION:

* Suits pulley diameter from 800mm - 1500mm
* Belts speeds up to 5.0m/s
* Blade Material Tungsten Carbide (TI) = Tungsten Impact Blade
* Temperature -35°C to 85°C
* Standard belt widths 450mm - 2000mm (alternative sizes available upon request)
* Suitable for reversing conveyor belts
* Not suitable for mechanical belt fasteners 

All MCP1 Tungsten Carbide cleaners 
are supplied with a dual bolt tension 
end assembly

MATO standard MCP1 blade/ cushion 
arrangement.
2 blade options are available and 4 
different arm sizes to suit multiple 
pulley diameters



Belt Width Cleaned Width Description     Part No. kg

MCP1 "SS" SIZE TL TUNGSTEN CARBIDE BELT CLEANERS
Shaft Diameter 48.3mm

450mm 400mm MCP1-SS-TL-BT-450-S/S 82 101 45 01 43
600mm 600mm MCP1-SS-TL-BT-600-S/S 82 101 45 02 49
750mm 600mm MCP1-SS-TL-BT-750-S/S 82 101 45 03 51

Shaft Diameter 60.3mm

900mm 800mm MCP1-SS-TL-BT-900-S/S 82 101 45 05 57
1050mm 1000mm MCP1-SS-TL-BT-1050-S/S 82 101 45 06 63
1200mm 1000mm MCP1-SS-TL-BT-1200-S/S 82 101 45 07 64

Shaft Diameter 73.0mm

1400mm 1200mm MCP1-SS-TL-BT-1400-S/S 82 101 45 08 71
1500mm 1400mm MCP1-SS-TL-BT-1500-S/S 82 101 45 09 88
1600mm 1400mm MCP1-SS-TL-BT-1600-S/S 82 101 45 10 97
1800mm 1600mm MCP1-SS-TL-BT-1800-S/S 82 101 45 11 111
2000mm 1800mm MCP1-SS-TL-BT-2000-S/S 82 101 45 12 118

Belt Width Cleaned Width Description     Part No. kg

MCP1 "S" SIZE TL TUNGSTEN CARBIDE BELT CLEANERS
Shaft Diameter 48.3mm

450mm 400mm MCP1-S-TL-BT-450-S/S 82 101 45 16 43
600mm 600mm MCP1-S-TL-BT-600-S/S 82 101 45 17 49
750mm 600mm MCP1-S-TL-BT-750-S/S 82 101 45 18 51

Shaft Diameter 60.3mm

900mm 800mm MCP1-S-TL-BT-900-S/S 82 101 45 19 57
1050mm 1000mm MCP1-S-TL-BT-1050-S/S 82 101 45 20 63
1200mm 1000mm MCP1-S-TL-BT-1200-S/S 82 101 45 21 64

Shaft Diameter 73.0mm

1400mm 1200mm MCP1-S-TL-BT-1400-S/S 82 101 45 22 71
1500mm 1400mm MCP1-S-TL-BT-1500-S/S 82 101 45 23 88
1600mm 1400mm MCP1-S-TL-BT-1600-S/S 82 101 45 24 97
1800mm 1600mm MCP1-S-TL-BT-1800-S/S 82 101 45 25 111
2000mm 1800mm MCP1-S-TL-BT-2000-S/S 82 101 45 26 118
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MCP1 Stainless Steel Primary Cleaner
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PULLEY DIAMETER 500mm - 800mm

PULLEY DIAMETER 250mm - 500mm

Medium Duty Primary Cleaner

MCP1 "SS" & "S" TUNGSTEN CARBIDE SPECIFICATION:

* Suits pulley diameter from 250mm - 800mm
* Belts speeds up to 5.0m/s
* Blade Material Tungsten Carbide (TL) = Tungsten Long-life Blade
* Temperature -35°C to 85°C
* Standard belt widths 450mm - 2000mm (alternative sizes available upon request)
* Suitable for reversing conveyor belts
* Not suitable for mechanical belt fasteners 

All MCP1 Tungsten Carbide cleaners 
are supplied with a dual bolt tension 
end assembly

MATO standard MCP1 blade/ cushion 
arrangement.
2 blade options are available and 4 
different arm sizes to suit multiple 
pulley diameters



Belt Width Cleaned Width Description     Part No. kg

MCP1 "M" SIZE TL TUNGSTEN CARBIDE BELT CLEANERS
Shaft Diameter 48.3mm

450mm 400mm MCP1-M-TL-BT-450-S/S 82 101 45 30 43
600mm 600mm MCP1-M-TL-BT-600-S/S 82 101 45 31 49
750mm 600mm MCP1-M-TL-BT-750-S/S 82 101 45 32 51

Shaft Diameter 60.3mm

900mm 800mm MCP1-M-TL-BT-900-S/S 82 101 45 33 57
1050mm 1000mm MCP1-M-TL-BT-1050-S/S 82 101 45 34 63
1200mm 1000mm MCP1-M-TL-BT-1200-S/S 82 101 45 35 64

Shaft Diameter 73.0mm

1400mm 1200mm MCP1-M-TL-BT-1400-S/S 82 101 45 36 71
1500mm 1400mm MCP1-M-TL-BT-1500-S/S 82 101 45 37 88
1600mm 1400mm MCP1-M-TL-BT-1600-S/S 82 101 45 38 97
1800mm 1600mm MCP1-M-TL-BT-1800-S/S 82 101 45 39 111
2000mm 1800mm MCP1-M-TL-BT-2000-S/S 82 101 45 40 118

Belt Width Cleaned Width Description     Part No. kg

MCP1 "L" SIZE TL TUNGSTEN CARBIDE BELT CLEANERS
Shaft Diameter 48.3mm

450mm 400mm MCP1-L-TL-BT-450-S/S 82 101 45 43 43
600mm 600mm MCP1-L-TL-BT-600-S/S 82 101 45 44 49
750mm 600mm MCP1-L-TL-BT-750-S/S 82 101 45 45 51

Shaft Diameter 60.3mm

900mm 800mm MCP1-L-TL-BT-900-S/S 82 101 45 46 57
1050mm 1000mm MCP1-L-TL-BT-1050-S/S 82 101 45 47 63
1200mm 1000mm MCP1-L-TL-BT-1200-S/S 82 101 45 48 64

Shaft Diameter 73.0mm

1400mm 1200mm MCP1-L-TL-BT-1400-S/S 82 101 45 49 71
1500mm 1400mm MCP1-L-TL-BT-1500-S/S 82 101 45 50 88
1600mm 1400mm MCP1-L-TL-BT-1600-S/S 82 101 45 51 97
1800mm 1600mm MCP1-L-TL-BT-1800-S/S 82 101 45 52 111
2000mm 1800mm MCP1-L-TL-BT-2000-S/S 82 101 45 53 118
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MCP1 Stainless Steel Primary Cleaner
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PULLEY DIAMETER 1000mm - 1500mm

PULLEY DIAMETER 800mm - 1000mm

Medium Duty Primary Cleaner

MCP1 "M" & "L" TUNGSTEN CARBIDE SPECIFICATION:

* Suits pulley diameter from 800mm - 1500mm
* Belts speeds up to 5.0m/s
* Blade Material Tungsten Carbide (TL) = Tungsten Long-life Blade
* Temperature -35°C to 85°C
* Standard belt widths 450mm - 2000mm (alternative sizes available upon request)
* Suitable for reversing conveyor belts
* Not suitable for mechanical belt fasteners 

All MCP1 Tungsten Carbide cleaners 
are supplied with a dual bolt tension 
end assembly

MATO standard MCP1 blade/ cushion 
arrangement.
2 blade options are available and 4 
different arm sizes to suit multiple 
pulley diameters



Belt Width POS No: Description     Part No.

1 MCP1 TI Tungsten Impact 
Blade Stainless Steel

82 100 00 10

1 MCP1 TL Tungsten Long-
life Blade Stainless Steel

82 100 00 16

2 MCP1 200mm Cushion 70 
Shore Stainless Steel

82 100 00 01

3 MCP1 200mm (SS) Arm 82 100 00 39
3 MCP1 200mm (S) Arm 82 100 00 35
3 MCP1 200mm (M) Arm 82 100 00 36
3 MCP1 200mm (L) Arm 82 100 00 37
4 MCP1 200mm Deflector 81 100 00 18
5 M16 X 130 Adjusting Bolt 81 231 16
6 Torsion Arm  48.3 Dia Shaft 82 231 20
6 Torsion Arm  60.3 Dia Shaft 82 232 21
6 Torsion Arm 73.0 Dia Shaft 82 233 22

7 Shaft Mounting Block Pivot 
suits 48.3 dia Shaft

82 231 10

7 Shaft Mounting Block Pivot 
suits 60.3 dia Shaft

82 232 11

7 Shaft Mounting Block Pivot 
suits 73.0 dia Shaft

82 233 13

Belt Width Shaft Diameter 48.3mm

450mm 8 MCP1 Shaft 450/500mm 82 031 01
600mm 8 MCP1 Shaft 600/650mm 82 031 02
750mm 8 MCP1 Shaft 750mm 82 031 03

Belt Width Shaft Diameter 60.3mm

800mm 8 MCP1 Shaft 800mm 82 032 04
900mm 8 MCP1 Shaft 900mm 82 032 05
1050mm 8 MCP1 Shaft 1050mm 82 032 06
1200mm 8 MCP1 Shaft 1200mm 82 032 07

Belt Width Shaft Diameter 73.0mm

1400mm 8 MCP1 Shaft 1400mm 82 033 08
1500mm 8 MCP1 Shaft 1500mm 82 033 09
1600mm 8 MCP1 Shaft 1600mm 82 033 10
1800mm 8 MCP1 Shaft 1800mm 82 033 11
2000mm 8 MCP1 Shaft 2000mm 82 033 12
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MCP1 Stainless Steel Spare Parts

35

Medium Duty Primary Cleaner

The MCP1 Tungsten Carbide cleaner 
has 2 blade options available. The (TI) 
Tungsten Impact blade option is for 
harsh conditions, were the (TL) 
Tungsten Long-life is for vulcanised 
belts
The MCP1 Carbide blades are not 
suitable for mechanical fasteners
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